
JABLOTRON Mercury
 

www.jablotron.com

GRADE
2

50131
EN

CERTIFICATION

SYSTEM PARAMETERS

BASIC TECHNICAL SPECIFICATION

WIRELESS DEVICESBUS DEVICES

Sections up to 4

Users up to 32

Peripherals up to 31

PG outputs 2

Power supply 12 V

RFID frequency 125 kHz

Operating frequency 868,1 MHz

Battery service life approx. 2 years 

RFID frequency 125 kHz

Communication range approx. 300 - 1 000 m

JABLOTRON Mercury offers faster and more flexible installation. Security system  
parameters are pre-set, so the entire configuration can be completed conviniently  
in the MyCOMPANY app. 
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JA-192J

JA-190J

JA-194J

JA-120PC

JA-160PC 

JA-112P

JA-152P

JA-115P

JA-155P

JA-110P / PET

JA-150P / PET

JA-120PC (90)

JA-160PC (90)

JA-151M JA-110Z 

JA-150M

JA-1110Z-B

JA-112M

JA-1110Z-C

JA-1110Z-D

JA-110ST

JA-159J

JA-152A

JA-110A / II

JA-150A II

JA-115A

JA-165A

JB-162N-PLUG

JA-111R

PLV-JA111R

JA-194Y-LITE

JA-111H TRB

JA-151N

JB-110N

JB-111N

JA-150N

JA-102KY  

JA-102KRY

JA-115E 

JA-155E 

JA-113E

JA-153E 

JA-154J MS II

JA-152J MS II

JA-122PC

JA-162PC

JA-122PW

JA-162PW 

JA-120PW

JA-180W 

JA-120PB

JA-122PB

JA-162PB

JA-180PB

JABLOTRON Mercury

CONTROL DEVICESCONTROL PANELS ACCESSORIES MODULES

PRODUCT MAP

KEYPADS REMOTE CONTROLS  AUTHORIZATION DEVICES DOORBELL BUTTON OUTPUTPLUG INPUT

INSTALLATIONDETECTORS

DUAL (PIR + MW) MOTION (PIR) PHOTO-VERIFICATION OPENING FIRE FLOOD BUS SPLITTERSCOMBINED (PIR + GLASS BREAK)

SYSTEM DEVICESSIRENS

INTERNAL COMMUNICATOREXTERNAL RADIO MODULE

JA-111ST-A  

JA-151ST /-A
(with a siren)

LD-81  
(assembly  
with JA-150M)

BUS devices
WIRELESS devices

JB-163N-PLUG


